
T CELL THICKNESS

Reference drawing: vefim_ccarb

CONTAINMENT STRUCTURE GALVANIZED MICRO EXTENDED MESH WITH STIFFENING ELEMENTS

MAXIMUM OPERATING RELATIVE HUMIDITY 70%

LEGEND OF DIMENSIONS
H HEIGHT
B BASE

(€)
SUPPLY CONDITIONS
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OTHER TYPES OF ACTIVE CARBONS ARE AVAILABLE ON REQUEST

● Material normally in stock

ABSORPTION FILTERS FOR GASEOUS POLLUTANTS
DATA 

SHEET:
C CCARB 2014 GEN 15
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CCARB

CELL FILTERS
WITH  ACTIVE CARBONS

MAXIMUM OPERATING TEMPERATURE 50°

RECHARGEABLE YES

a.r.

CC595948CARB ● a.r.

CC505048CARB a.r.

CC505023CARB

CC595923CARB

a.r.

AIRASSORB AC22/25(1)

FRAME GALVANIZED STEEL METAL SHEET

GENERALS

CELL FILTERS WITH ACTIVE CARBONS (SERIES CCARB) ARE FLAT PANELS CONSISTING OF A CONTAINING METAL INSIDE STRUCTURE IN WHICH ARE PLACED  SERIES AIRASSORB® AC22/25 ACTIVE CARBONS. CELLS 

CAN BE FILLED WITH OTHER TYPES OF ACTIVE CARBONS FOR SPECIAL APPLICATIONS SUCH AS: GAS, ACIDS, FORMALDEHYDE AND RADIOACTIVE ISOTOPES.

TYPE OF CARBON

Ufficio Vendite Italia: venditeitalia@vefim.it

PRODUCT CODE
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Vefim S.r.l. reserves the right to update without notice the characteristics described above. 
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CC5959100CARB a.r.

EMPTY CELLS ARE ALSO AVAILABLE

Tel. +39 045.820.22.79 - Fax +39 045.827.64.95

(1) As per the data sheet AC22/25

DIFFERENT DIMENSIONS OR VERSIONS ARE AVAILABLE ON REQUEST

CC5050100CARB

T

DIMENSIONS (mm)

B

500 500

CONTENT

(approx. kg)

PRESSURE 

DROP (Pa)

CONTACT TIME 

(s)

0,25 225

AIR SPEED 

(m/s)

AIR FLOW 

(m³/h)

40 0,09 3,0

592 592 0,25 315 40 0,09 4,5

23

0,25 225 80 0,19 6,3

592 592 0,25 315 80 0,19 8,9

48

500 500

500 500 0,25 225 160 0,40 12,5

592 592 0,25 315 160 0,40 17,5

98
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