
GENERALS

LEGEND OF DIMENSIONS
H HEIGHT

KRAFT PAPER LAYERS WITH POLYESTER SYNTHETIC MEDIA

99,79%
675 m³/h

POLYETHYLENE BAG

D1 The cardboard tubular is not available with this article
T FILTERING MEDIA THICKNESS

L LENGTH
D ROLL DIAMETER

COMPOSITION

ARRESTANCE ASHRAE 52.1.1992 Am 
AIR FLOW (at 1,5 m/s)

INITIAL PRESSURE DROP (to 1,5 m/s)

PACKAGING
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SC13 AE

MULTILAYER PAPER
FOR PAINT COLLECTION

OVERSPRAY COLLECTION
DATA 

SHEET:
C SC13 AE 2014 GEN

25 Pa
RECOMMENDED FINAL PRESSURE DROP

REACTION TO FIRE BURNS
EFFICIENCY CLASS CEN EN 779 G4

EUROVENT CLASS EU 4

130 Pa
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CELLS, SLEEVES AND BAG FILTERS WITH MULTILAYER AVAILABLE ON REQUEST

● Material normally in stock

DIFFERENT DIMENSIONS OR VERSIONS ARE AVAILABLE ON REQUEST

PANEL ON REQUEST a.r.

9,5

Reference drawing: vefim_rotolo

SUPPLY CONDITIONS H (m) L (m) D (m) T (mm) PRICE (€/m²)

€/m²

MULTI-LAYER FILTERS (SERIES HC) ARE PAINT STOP OR PAINT COLLECTORS CONSISTING OF MORE LAYERS OF SPECIAL KRAFT ALVEOLAR PAPER WITH HONEYCOMB OPENINGS AND DECREASING SECTIONS,  

BONDED TO ONE EACH OTHER BY SEWING. THE MULTI-LAYER FILTERS SERIES HC BURN ONLY IF SPARKED OFF WITH DIRECT FLAME, BUT IN CASE OF FIRE THEY DO NOT EMIT TOXIC FUMES NOT BEING TREATED 

WITH FIREPROOFING PRODUCTS SUCH AS ORGANO-METALLIC SALTS.

WHEN COMPARED TO THE GC MODEL, THIS MODEL IS FITTED, ON THE AIR OUTLET SIDE, A POLYESTER MEDIA SYNTHETIC LAYER THAT INCREASES ITS PERFORMANCE.
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SC13AE/101 ROLL ● 1,01 a.r.

SC13AE/PAN

SC13AE ROLL ● 1,14
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